WZ TORNATECH

LISTEN DEVELOP LEAD

GFx

Electric Fire Pump Controllers

Models:
GFA - Full voltage across the line starter
GFY - Reduced voltage y-delta open starter

| W TORNATECH
Standard Features

« Internal layout allowing for bottom entry and
connection of motor and incoming power conductors

« ViZiTouch Light operator interface

« IP55 enclosure

« Pressure and event recorder

- Voltage and amperage display

« Run test push button

« Emergency start handle

« Start and stop pushbuttons

« Locked rotor protector

+ Phase reversal indication

« Remote start / deluge valve start provision

« Pressure transducer externally mounted
with protective cover

« Removable bottom entry gland plate

« Alarm contacts for remote indication
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1. Motor contactor and isolating switch layout allowing 5. Remote alarm contacts with removable terminals
for bottom entry and connection of motor and incoming 6. Externally mounted pressure transducer with
power conductors protective cover

2. Bottom entry grand plate 7. ViZiTouch operator interface with exterior USB port

3. Custom designed emergency start mechanism with (interior USB port also supplied)

integrated limit switch 8. Circuit breaker operating handle
4. Circuit breaker 9. Isolating switch operating handle
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Pressure Activated

Auto, Ctrl | Automatic shutdown

SETTINGS

EN

Pressure

Cut-In

units [N
Max. Pres [JETXH
cut-out [[EEXH

Manual Test
Duration

EVENTS
Message
I 2015.02.22 | 14:18:20 User 1 Logged In
v 2015.02.22 | 15:59:27 Under Voltage OCCURED
8 2015.02.22 | 13:59:27 Under Voltage ACTIVE
L 2015.02.22 | 13:58:21 Alarms Reset
C 2015.02.22 | 13:54:25 Control Voltage Returned
(M 2015.02.22 | 13:54:05 User 1 Logged Off
YAl 2015.02.22 | 13:54:05 Alarms Resetted
8 2015.02.22 | 13:54:05 Controller Ready
B 2015.02.22 | 13:54:05 Loss of Power: OCCURED
(0N 2015.02.22| 13:54:05 Controller Shutting Down £
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I Pressure Activated I Auto. Ctrl I

Automatic Shutdown

ViZiTouch Light operator interface

Major features include:

« Touch screen operation with 4.2" color
display and intuitive graphics

- Expandable storage

« Multi-language

« Upgradable software

- Password protected

HISTORY/STATISTICS

First Power Up
2011.09.16 08:29:04
First Start Up

2011.09.16 08:29:04
46.07.43

OnTime
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MODEL GFx

VOLTAGE HP (kW)
5-40(4-22)
220V - 240V 50-100(30 - 55)

125-200(75-132)
5-60(4 - 45)
380V - 400V - 415V 75-150(55-110)

200-350(132 - 250)

HOW TO ORDER: GFx- V/ kW/ Ph/ Hz/
Ex: GFA-400/ 37/ 3/ 50/

Options
Options

AMERICAS

Tornatech Inc.

Head Office

Laval, Québec, Canada
Tel: + 1514 334 0523

Toll free: +1800 363 8448

EUROPE

Tornatech Europe SPRL
Wavre, Belgium

Tel: +32(0)10 84 40 01

MODELS

GFA - GFY

Dimensions in Inches (mm)

27.5hx23.75wx8d
(700 x 600 x 200)

35.5hx29.5wx11.75d
(900 x 750 x 300)

47.25hx35.5wx1.75d
(1200 x 900 x 300)

GFR-GFS-GFW

CONSULT FACTORY

275hx23.75wx8d
(700 x 600 x 200)

35.5hx29.5wx11.75d
(900 x 750 x 300)

47.25hx355wx1.75d
(1200 x 900 x 300)
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